
THE NEW
POS
GENERATION

APEXA SERIES
POS SYSTEM TOUCH SCREEN



SUPPORTED  OS

• Windows 10 IoT
Enterprise

• Windows 10 Pro

PROCESSOR

Intel® Celeron®
J6412

Intel® Core®
i3 11a gen.

Intel® Core®
i5 11a gen.

Intel® Celeron®
J3455 QuadCore

APEXA SERIES
POS SYSTEM TOUCH SCREEN

AVAILABLE IN TWO COLORS 

Glossy
white

Grey
opaque

Display True Flat
multi touch

Elegant design,
compact and 
ergonomic

PRECISION, ELEGANCE AND SAFETY

IDEAL FOR

Retail Horeca GDO Entertainment

Intel® processors, also available in 11th generation, support Windows 
operating systems and guarantee maximum performance, making these 
products ideal for the complex needs of retail. The bright true LED display 
flat multitouch, available in a wide range of sizes, allows the maximum 
touch precision. The complete set of ports connecting to peripherals and 
the wide range of dedicated accessories allows total customization of the 
cash point. The VESA standard allows quick installation on the wall or on 
a specific support.
Immediate access to communication ports and disk removal, facilitated 
by the exclusive slide mechanism, make operations easier simple and 
o�ers quick maintenance of the system.



Display Cliente VFD
(2 Linee x 20 Caratteri)

Secondo
monitor LCD

Instant access to connection ports for peripherals and accessories

Apexa o�ers a family of dedicated accessories, specially
designed to allow customization of the point of sales
guaranteeing the maximum e�ciency and ease of use.

CUSTOMIZE YOUR 
POINT OF SALES

Customer Display VFD
(2 Lines x 20 characters)

Second
monitor LCD

15”

15.6”

*

MSR / Dallas *

*

*

21.5”



SYSTEM

• Processor

• Chipset 

• Storage

• Memory

• Video card

• Audio card

• Speaker

MONITOR

• Pannel

• Resolution

• Brightness

TOUCHSCREEN

• Type

EXTERNAL PORTS

• Video

• USB

• RS232

• LAN

• Audio

POWER 

• Power supply

APEXA SERIES - GENERAL FEATURES
SUPPORTED OS 

• Supported OS

PHYSICAL FEATURES

• Certification

• Temperature

• Humidity

• Colours

• Dimensions
(L x H x P)

OPTIONS AND ACCESSORIES

• Storage

• Interface I/O  

• Customer
display (CDP) 

• Second
monitor

• Magnetic 
stripe reader
(MSR)

• Smart Card
Reader (SCR)

• Dallas reader  

• Speaker 

• Kit VESA
 
• Adaptor 

Conversor
Serial Port

• WiFi &
Bluetooth

• Fingerprint
reader

I marchi e i marchi registrati appartengono a AP.esse s.p.a. o ai rispettivi 
proprietari. Le immagini e le informazioni sui prodotti non sono vincolanti 
e possono essere soggette a modifica senza obbligo di preavviso.

J3455 / Intel® Celeron® J3455 (2.3 GHz) 
Quad-Core with Fanless Technology
J6412 / Intel® Celeron® J6412 (2.6 GHz) 
i3 / Intel® Core® i3-1115G4 (4.1 GHz)
i5 / Intel® Core® i5-1135G7 (4.2 GHz)
 
J3455 / Intel® Bay Trail - TPM optional
J6412 / Intel® Elkhart Lake
i3 / i5 / Intel® Tiger Lake

SATA 3 (6 GB/s) 2.5” SSD 128GB,
Support AHCI

J3455 / 4 GB Standard, DDR3L 1600 
MT/s, Socket 1 x SODIMM (esp. up to 8 GB)
J6412 / 4 GB Standard, DDR4 3200 MT/s, 
Socket 1 x SODIMM (esp. up to  8 / 16 / 32 GB )
i3 / i5 / 8 GB Standard, DDR4 3200 MT/s, 
Socket 1 x SODIMM (esp. up to 16 / 32 GB)

Integrated Intel® Engine

HD Audio Codec

i3 / i5 / 2 x 1 W (stereo)

15” / 15.6” / 21,5” FHD / TFT LCD, 
backlight  LED

1024 x 768 / 1366 x 768 / 1920 x 1080
 
300 cd/mq / 400 cd/mq / 250 cd/mq
 

Projective Capacitive Touch
 
 
 
1x VGA (external power supply)
 
6x (2x USB 3.0, 4x USB 2.0)
 
6x (COM1 con 5V/12V with out in pin 9, BIOS)
(COM2~3 RJ-45, Full Signal)
(COM4 RJ-11, TX/RX, 12V out, 
reserved for CDP)
(COM5 reserved for 
cash drawer)
(COM6 RJ-45, TX/RX, 5V out, 
reserved for MSR)
 
1x Gigabit Ethernet, RJ-45

1x Line-out 

 
J3455 / External 12 V, 5 A
J6412 / i3 / i5 / External 24 V, 2.5 A

Windows 10 IoT Enterprise
Windows 11 CBB & PRO (Models EL & TL)
 

 
CE

Operative / 0°C ~ 60°C
Storage / -20°C ~ +80°C

10% ~ 90% non-condensing
 
Anthracite grey opaque / Glossy white 
 
15” / 364 x 333 x 210 mm
15.6” / 400 x 311 x 210 mm
21,5” FHD / 510 x 348 x 240 mm 
 

2,5” SSD 240 GB / 480 GB / 1 TB
 
1 x COM5 (RJ-45)
1 x Cash drawer (RJ-11)
1 x powered USB (24V)
 
VFD (20 caracters x 2 lineas) 

 
9,7” / LCD (1024 x 768)
9,7” / LCD touch screen (1024 x 768)
12” / LCD (1024 x 768)
15” / LCD (1024 x 768)
15” / LCD touch screen (1024 x 768)
  
Conform ISO 7811, support 1,2,3 trace

EMV livello 1, 2 

 
iButton
 
J3455 / J6412 / 2 x 1 W (Stereo)
 
75x75mm, 100x100mm
 
Da RJ-45 a D-sub 9 pin

J6412 / i3 / i5 / interna on slot M.2
(only for Models EL and TL )

Dedicated module
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